
Designed and manufactured in New Zealand. For more information, installation templates, and measured 
drawings of this product and others please visit : www.hallidaybaillie.com or contact your authorized 
Halliday + Baillie dealer. All information subject to change.

HB 2010 PZW SLIDING BOLT
30mm BACKSET SLIDING MORTICE LOCK

Designed for use in a number of situations including with the 
HB 1930 Series Flush furniture for large scale doors. Other 
uses include where two large sliding doors pass across each 
other, the HB 2010 can be used with a smaller escutcheon as a 
locking bolt (see diagram), or where a projecting pull handle is 
used on standard sliding doors.

A sister product, the HB 2015 version utilisies a dead bolt 
without the claws. This has the same case body dimensions 
and is ideal for use on pivot  or bi-fold doors.

Available in all standard Halliday + Baillie finishes. See 
finishes sheet for further details.
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HB 690
SLIDING DOOR PRIVACY SET

  
  

 

 
 

 

 

 

ABSOLUTE MINIMUM DOOR THICKNESS FOR 690 RANGE - 37MM  

 

 Description Inside Outside 
HB690 Satin Chrome 
HB690 Bronze 
HB690 Brushed Nickel 
HB690 Polished 
Chrome 

Sliding Door Privacy 
Set 

Snib Flush Pull 170mm Indicator Flush Pull 
170mm 

Standard sliding door set designed for bathrooms 170mm �ush pulls snib inside emergency release 
outside. 

 

 

 
SC  Satin Chrome 
BR  Bronze 
BN  Brushed Nickel 
PC  Polished Chrome 
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dustbox and strike plate

To be used with the HB 604 
Timber fixing Kit on timber doors

Lock body:

The Halliday+Baillie HB 690 sliding door privacy set features an 
integrated push button-activated edge pull for pocketed doors. The 
operable snib slides upwards to engage the lock. The discrete 
emergency release can be operated with a pen or other small pointed 
object to disengage the lock from the outside.

In double door conditions, for the passive leaf specify the HB 697 
Strike Body w/Edge Pull and add HB 660 Flush Pulls.

backset : 55mm 

minimum door thickness : 38mm 
note : for 25.4mm thick doors Refer to HB 690/35

flush pulls : 170mm x 36mm x 15mm

available in the following finishes :
SC : Satin Chrome
BC : Brushed Chrome
PC : Polished Chrome
BN : Brushed Nickel
PN : Polished Nickel
DB : Dark Bronze
KC : Black Chrome ( by special order )
PB : Polished Brass ( by special order )

standard HB 690 set includes:
• HB 690 Series Lock Body
• 2 Flush Pulls and HB 604 Timber Fixing Kits
• Strike and Dust Box
• Spindle (please specify door thickness)  
• Fasteners

Designed and made in New Zealand. For more information, installation templates, and measured 
drawings of this product and others please visit :  www.hall idaybail l ie.com or contact your authorized 
Hall iday & Bail l ie dealer.  All  information subject to change. © 2012 Hall iday+Bail l ie Pty Ltd.
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