
HB 622 Passage Set
The Halliday + Baillie HB 622 Set, includes two HB 665 Flush 
Pulls and the HB 680 Push Button Edge Pull. The slim faceplate, 
smooth push-button release and narrow 49mm body depth make 
it suitable for sliding wood passage doors, including wide stile 
timber and aluminum cavity sliding doors.

A minimum door thickness of 38mm is required. 

Flush Pull
Material : Diecast Zinc and Brass
Dimensions : 250 x 36 x 14
Internal grip depth : 11mm

Edge Pull
Material : Diecast Zinc and Brass
Dimensions (overall) : 170 x 20 x 49
Dimensions (case to be morticed) : 100 x 49 x 12
Handle Projection : 19mm

Suitable for timber or aluminium doors.

Available in all standard Halliday + Baillie finishes.  
See finishes sheet for further details.

Standard HB 622 set includes :
2x HB 665 Flush Pulls
2x HB 604 Fixing Kits (one set for HB 665)
1x HB 680 Push Button Edge Pull + with all fixings

Designed and manufactured in New Zealand. For more information, installation templates, and measured 
drawings of this product and others please visit : www.hallidaybaillie.com or contact your authorized 
Halliday + Baillie dealer. All information subject to change.

© 2023 v1  Halliday + Baillie Ltd.

To be used with the 
HB 604 Timber Fixing 
Kit on timber doors.HB 665 FLUSH PULL
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HB 680 PUSH BUTTON EDGE PULL

Designed and made in New Zealand. For more information, installation templates, and measured 

drawings of this product and others please visit : www.hallidaybaillie.com or contact your

authorized Halliday & Baillie dealer. All information subject to change. © 2012 Halliday+Baillie Pty Ltd.

HB 665
FLUSH PULL

The Halliday+Baillie HB 665 Flush Pull presents 
elegantly slim proportions for sliding doors 
where a stronger presence is desired. 

Each HB 665 Flush Pull is shipped with one set 
of the HB 604 Timber Fixing hardware, previously 
sold separately.

material : diecast zinc and brass

dimensions : 250 (9.84”) x 36 (1.42”) x 13 (.51”]

internal grip depth : 11mm (.43”)

available in the following finishes :

SC : Satin Chrome
BC : Brushed Chrome
PC : Polished Chrome
BN : Brushed Nickel
PN : Polished Nickel
DB :  Dark Bronze
KC :  Black Chrome ( by special order )
PB :  Polished Brass ( by special order )

 

Includes one set HB 604 Timber Fixing Kit : 
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Designed and made in New Zealand. For more information, installation templates, and measured 

drawings of this product and others please visit : www.hallidaybaillie.com or contact your

authorized Halliday & Baillie dealer. All information subject to change. © 2012 Halliday+Baillie Pty Ltd.

HB 665
FLUSH PULL

The Halliday+Baillie HB 665 Flush Pull presents 
elegantly slim proportions for sliding doors 
where a stronger presence is desired. 

Each HB 665 Flush Pull is shipped with one set 
of the HB 604 Timber Fixing hardware, previously 
sold separately.

material : diecast zinc and brass

dimensions : 250 (9.84”) x 36 (1.42”) x 13 (.51”]

internal grip depth : 11mm (.43”)

available in the following finishes :

SC : Satin Chrome
BC : Brushed Chrome
PC : Polished Chrome
BN : Brushed Nickel
PN : Polished Nickel
DB :  Dark Bronze
KC :  Black Chrome ( by special order )
PB :  Polished Brass ( by special order )

 

Includes one set HB 604 Timber Fixing Kit : 
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