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HB 2055 REBATE KIT
REBATED STRIKE PLATE & PACKER FOR HB 2050 
ADJUSTABLE ROLLER MORTICE
A rebate kit is required to allow a lock or latch mechanism 
to be fitted correctly and securely on rebated doors, or 
doors with weather seals. Rebated doors usually describe 
the cut or “rebate” used to shut doors into each other. This 
ensures a neat and solid fit, and when used externally also 
ensures that doors are sealed for better protection against 
wind and water ingress.

A rebate kit generally comprises of two parts, a packer for 
the lock or latch, and a rebate strike. The packer provides a 
surround for the lock mechanism that will ‘level’ the lock and 
strike on the face of the door at the point where they meet.

The HB 2055 rebate kit includes a rebate packer (to sit 
behind the lock face), rebate style strike plate, and dust 
box. The rebate kit therefore takes the place of a standard 
strike plate and dust box.

These rebates kits are handed as per the drawings opposite 
and handing will need to be noted for order. Rebates sets 
ship in stainless steel for the satin chrome and brushed 
nickel locks, and black chrome to match the black chrome 
sets.

Please note there are number of variations to rebate types. 
The H+B rebate kits are designed for use on L shaped 
rebates or bull nose rebates. Please contact your local 
H+B representative if your rebate differs from these.
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Designed and manufactured by Halliday + Baillie. For more information, installation templates, and 
measured drawings of this product and others please visit : www.hallidaybaillie.com or contact your 
authorized Halliday + Baillie dealer. All information subject to change.
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